
BP-2B

TRUE TECH MACHINERY CO., LTD.

288 ถนนบางขุนเทียน-ชายทะเล แขวงแสมดำ เขตบางขุนเทียน กรุงเทพฯ 10150
288 Bangkhunthian-chaithalay Road, Samaedam Bangkhunthian Bangkok 
10150 Thailand.   Tel. +66 (0) 2892-1588   Fax. +66 (0) 2892-0044
Email: truetech99@yahoo.com   www.truetechmachinery.co.th 

บริษัท ทรูเทค แมชชินเนอรี่ จำกัด

BLOWPET

SEMI-AUTOMATIC BLOW MOLDING MACHINE

Model: BP-2B
Capacity: 1500-2000 Pcs/hr

Max volume of product:  3 liter 
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BP-2BBLOWPET
SEMI-AUTOMATIC BLOW MOLDING MACHINE

ITEM UNIT 
TECH ，DATA 

BP-2B  

Max Volume Of Product L 2×2   1×3 

Production Capacity Pcs / h 1500-2000 

Neck Size Of Product mm  ＜90 

Useful Area Of Mould Plate mm 430×390 

Max. Mould Thickness mm 200 

Min. Mould Thickness mm 120 

Mould Stroke mm 160 

Clamping Force kn 80 

Stretching Stroke mm 380 

Working Pressure Mpa ≤1.2 

Blowing Air pressure Mpa YM-2P≤3.0 

Power Of Main Blower kw 0.1 

Power Of Preheater kw 6 

Weight Of Main Blower kgs 730 

Weight Of Preheater kgs 300 

Measurement Of Main Blower mm 1700×700×1750 

Measurement Of Preheater mm 1420×620×1350 

Two step Semi Automatic Bottle-blowing Machine 

specializes in the production of di�erent shaped 

in 3 liter PET,PP,PE,PC,PS,PMMA plastic containers. 

The machine is small size, low power consumption,  

easy to operate and maintain etc.

BLOWPET BP-2B

SEMI-AUTOMATIC BLOW MOLDING MACHINE
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BP-2BBLOWPET
SEMI-AUTOMATIC BLOW MOLDING MACHINE

model FAD-2.0/3.0

Dimensions (mm) 1200x560x1300

Capacity (m³/min) 2.0

Pressure (mpa) 3.0
Weight (Kg) 220

model FAD-2.0/3.0

Dimensions (mm) 30x30x57

Capacity (m³/min) 2.0

Pressure (mpa) 3.0

Weight (Kg) 15

PICTURE OF AUXILIARY PARAMETER

AIR TANK PARAMETER

AIR DRYER PARAMETER

AIR FILTER PARAMETER

model FH-1.2/3.0mpa

power (KW) 15

Capacity (m³/min) 1.2

Pressure (mpa) 3.0
Dimensions (mm) 1600x900x1300

Weight (Kg) 480

model FH-0.6/3.0mpa

0.6Capacity (m³/min)

Pressure (mpa) 3.0

Dimensions (mm) 1800x600

Weight (Kg) 300
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BLOWPET BP-2B

SEMI-AUTOMATIC BLOW MOLDING MACHINE

HIGH PRESSURE 
AIR COMPRSSOR PARAMETER
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