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Automatic
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Characteristic :

Model: SP-8

Overall Dimension: L5050×W3450×H2100mm

Max. Packaging film width: 650mm
Shrink film material: PE, PVC, POF
Shrink film thickness: 0.03-0.15mm
Hot shrink tunnel max.Temperature: 160-260°(adjustable)
Max production capacity: 6-8packages/minute
Equipment power: 20Kw
Practice consumption: 15Kw/h
Voltage requirement: 380/220V
Equipment weight: 1.2T
Blower: 1.1Kw   2pcs 380V, 65W   4pcs   380V
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Automatic
Film Heat Shrink Wrapping Machine

SP-8

Basic configuration :
APAN MISTUBISHI:5.7inch touch screen,PLC control system
TAIWAN AIRTIC PneumaticComponents:1set
JAPAN MISTUBISHI inverter:3pcs
Stainless iron wing type heating tube:12pcs
PLFE conveyor belt madeby US and Chin acooperation company
Motor made in Shanghai and worm-gear variator
Photo electric switch,proximity switch,Korea AUTONICS brand
Hot  sealing  knife  cast  aluminum  heating  panel,temperature  uniformity,long  life, specialmade.
Whole  machine  spray  coating  surface,frame  apply  high  grade  carbon  steel,key  parts apply stainless steel.
Conveyor length:2600mm
Packing apply stretch film and wooden case

Products specification :
Inverter adjust speed,two grade bottle conveying device.
Push bottle,hot sealing complete action apply pneumatic device
Inductive switch control film length
Touch screen,PLC control system improve the equipmen trunning reliability greatly.
Double cycle blower,assure shrink tunnel temperature proportion
Huge air cooling system assure film finalizet he design quickly
High  temperature  resistan  tfibreglass  PLFE  conveyor  belt,  Convey  steadily, high intensity,abrasion resistant
Stepless  speed  regulation  control  with  frequency  conversion  net  belt  conveying Structure.
Conveyor  belt  height  can  be  made  according  to  client  request,adjustable  range is±50mm.
Bottle  conveying  system  satisfy  the  bottle  inlet  direction  of  user,can  be  prolonged  or shorten.
Wing shape stainless iron heating system,wear well.
Storage  racks  for  packages  impermanency  holdup,make  sure  production  line  work continuously.
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Technology term and request :
1). packing shape: 
 350ml/500ml/600ml:4×6,4×5(big package), 3×4, 3×5(small package)
 1000ml/1500ml/2000ml/2500ml:3×3,3×4(big package),2×2, 2×3(small package)
2). For  easy  open  can  packing,we  suggest  apply  film  packaging  with  bottom  support  tray, which is more steady.
3). Packing speed:6-8 packages/minute
4). Match with filling machine speed as following:
 350ml/500ml/600ml:4×6,4×5(big package),6000-7000bottles/h   
    3×4, 3×5(smallpackage),5000-6000bottles/h
 1000ml/1500ml/2000ml/2500ml:3×3,3×4(big package),4000-5000bottles/h
      2x2, 2×3(smallpackage),2000-3000bottles/h
 Packingmaterial:PEhotshrinkingfilmwidth(200-600mm),thickness(0.08-0.12mm)
Solution:
As per production lin e fully automatic layout,combine withour  SP-8  maturestructure,as the machine structure.
It can be customized to match with any filling machine ,in order to assure its stability, the key components are all
imported joint venture famous brand
If  filling  machine  has  high  production  speed,shrink  packing  can  be  divided  into 2paths. SP-8 has created
structure,most efficient and economic 
PE  film  apply  patch  shape,the  top  and  bottom  coils  become  tubular  shape  through 
machine auto sealing,then will be heated to reach good packaging effect.
Production Flow:
Bottles/cans  enter  into  several  lines  conveyors  fromsingle  line  conveyor  through 90°conversion.Then  divided 
into1,2,3,4line  by  bottle  distributing  device.Sending  by conveyor when  the  front  4bottles  reach  photoelectricity
inspector,conveyor  stop,position limit cylinder fall,bottle push cylinder will send the bottles into sealing machine to
seal them. After  packing,the  package  will  be  sent  into  shrink  tunnel  to  shrink  the  film.Then  shrinked 
packages will be sent into storage racks by cooling conveyor.The second package will start to be packaged when the
first package enter into shrink tunnel.
Standard Configuration Function(3parts):
SP-8 auto conveying device,conveyor connect with filling machine,divided into two grade or  one  grade  conveyor,
controlled  byi  nverter,speed  adjustment  freely.Can  distribute  and sorting bottles automatically.
SP-8  auto sleeve  film and sealing,cutting device,finish the bottle film automatic sleeve and sealing &cutting function.
SP-8  auto  hot  shrink  cooling  device,finish  the  shrink  and  cooling  function  after  film sleeve.

Main Parts specification:
No. Parts name  Qty  Brand 

1 PLC 1pc MITSUBISHI JAPAN 

2 Touch screen 1pc MITSUBISHI JAPAN 

3 Inverter 3pcs MITSUBISHI JAPAN 

4 Electric control parts and accessories 

5 Photoelectricity switch 4pcs Korea AUTONICS 

6 Proximity switch 2pcs Korea AUTONICS 

7 Machining parts -- -- 

8 Sheet metal parts -- -- 

9 Pneumatic parts 1set TAIWAN AIRTIC 

10 AC Contactor 3pcs France Schneider 

11 Intermediate relay 8pcs France Schneider 
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Layout Drawing :
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